Epyx original design

Introduction

This is the section where all the original material can be found, includin
dimensions. This is a draft where | initially add the content page per pag
arrange for clarity later.
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The start!

| had started working on the Wasteland Cab but decided to put it on ice
colours and diB culty of getting Yellow neon in the size required. My ple
highlight what | have learned (and push me further out of my comfort z«
one vertical. This is the horizontal cabinet, the Wasteland will eventua
have scrapped the portable from the build. These things will be staying
than my original behemoth of a cab if | do end up having to move them
through doorways!).

| have started the horizontal R rst because the colour scheme has readi
cause Aliens are cool.

| want this cab to be a mix of BYOAC cabs that | have drooled over the
immediately come to mind are Martijn’'s SF cab and Knievel’'s Neon mam
like it!).

This cab will feature elements | like from both cabs&the lighting and si
sexy curves of Martijn’s cab. Colour scheme will be black with Galaxiar
be kept down because everything on my 1st upright will more or less be
that was the story | told my wife *cough?*)

| always liked the cover art on the Alien Quadrilogy box set and felt it
neon side art. Ond was kind enough to take the small crappy picture 1| s
than the original imo):



Process

Here is the B rst version of the measurements, which was printed out in 3
and Rlled with about 40 additional measurements soon after.

This was then transferred to wood 3/4 MDF. | created a quick n’dirty car
representation of my 27 WG D9800 monitor to ensure the size works. | u
and my clamps (what can’t these things do&) to draw the curves.



https://aliens.pplug.net/lib/exe/detail.php/epyx:alien-logo_draftresizedsmal.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:march21comparison.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:march26pic07-1.jpg?id=epyx%3Astart
https://www.youtube.com/watch?v=zxh7-CBdbcU
https://aliens.pplug.net/lib/exe/detail.php/epyx:img_3897.jpg?id=epyx%3Astart

| used a large chunk of leftover rectangular laminate&approx 8 wide by ¢
one of the above pictures. Using clamps | held the back of the curve in p
a pencil along the inner side of the curve. | would start at one end but jt
(maybe 12 ) | would place a counterweight like wood etc to push the lami
from behind, maintaining the curve.

The picture above shows only a couple of clamps but this picture was bei
| had about 8 clamps forming the backside of the curve.

The actual cutting of the curves was done with my jigsaw (going very slo
slight orbital curve). | then sanded just the Brst piece smooth. The 2nd p
the B rst piece as a template with my B ush router bit.

| touched up my pencil lines on the MDF and just went for the curves. | |
for the bezel and glass and the back panel will be 1/4 Plywood and the ¢
above and below that portion of the monitor. Here was the B nal pencil ou

-

Prepping the Brst piece on the sanding table for use tomorrow as the tem
pieces:

And a B nal pic before tomorrows routing of the sanded template side with


https://aliens.pplug.net/lib/exe/detail.php/epyx:finalpenciloutline1.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:bothcutsbeforesanding2.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:preppingforsanding3.jpg?id=epyx%3Astart

The top and back will be two pieces of curved plywood. Each piece will s
connect it to the sides. The idea is for aBush outter shell that rides just
T-molding along the edge, maybe 1/8

| initially had some thought about portability, and decided what | really v
disassemble the cab if required.

| did a quick mock up to test if | could do a horizontal B anged insert. Thi
layers of support beams. Most of the weight in the cab is weight pushing
this logic as long as the monitor weight is directly support by the ground
be able to connect the sides with horizontal beams that use vertically ma
Mounting the B anged inserts this way ensures they won’'t get ripped out.
horizontal beam and then into the cross latch which itself is mounted to

To disassemble the cab | would remove the top marquee retainer (also cc
remove the marquee picture, marquee light (also on a horizontal board).
monitor and computer and take out the horizontal support beams. Using t
worry about wearing out screw holes etc.

This picture illustrates the idea:

(X,

. -Ii.-h'.'

And here pictures of a mock up to test the idea.


https://aliens.pplug.net/lib/exe/detail.php/epyx:finishedcutandsandedwithmonitorcuto.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:aliencabinteriorplan.jpg?id=epyx%3Astart

The top and back will be plywood. 1/8 on the top and 1/4 on the back. |
sides of the cabinet as a template for the curve of the exo-skeleton that
The back and top will each have 4 ribs. The outer side ribs of the top po
of the cab via horizontal B anged inserts (the main horizontal support bea
should be B ne).

The plan for the back is a series of magnets, like a hatch door. | used m
worked well so hopefully it works here. Both top and back will have the |
this should form a smooth matching curved back and top just under the s

Making a circle jig and the start of the top portion of the cab. The top po
lighting and curved plywood (to where it will meet the back panel). The c
compared to some of the ones on here but does the sizes | will require (¢
Over the coming days | will determine if | go with 12 , 14.5 or 15

Here are the 6 MDF pieces (4 below but i had 2 more, that will serve as
on the top and the top marquee retainer/lighting:

The diagram shows the bottom of the ribs being B at and extended to the
straight line. In reality | will make only a 5 portion B at&the rest will cur
from the top. | have tested the plywood and it curves perfectly (and as O
the top. Over the next few days | will glue this on once | have everything
plywood will sit the laminate.


https://aliens.pplug.net/lib/exe/detail.php/epyx:flangedinserts3.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:flangedinserts1.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:circlejig.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:skeletonfortop.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:topandmarqueediagram.jpg?id=epyx%3Astart

| purchased a 3/4 aluminum angle which | will paint green and act as the
portion as illustrated will be attached to the pine via threaded inserts. 1
of the cab. The other 4 will form the skeleton for the plywood. The outtel
edge of the plywood by 3/4 so that the 3/4 plywood overhang will rest R
the side. They will also attach via threaded inserts.

Here are some pictures to better show what | will do.

Each side of the cab will have one of the ribs (made of pine or harder wa
threaded inserts. The main stress will be downward and the vertical inse
few horizontal ones | use (like these). You can also see on this picture t
skelton. It will continue in a 2nd piece that will curve along the back to t

up with is a nice curve outlining the cab&no squares here.

Here is a picture of them lined up on a workbench so you can see the ap]
are doubled up on the sides. One piece on the cab side as mentioned anc
will thread screw to the one on the cab side. The retainer spacing will hc
| will glue on and | have cut it so it is square with the ground.



https://aliens.pplug.net/lib/exe/detail.php/epyx:alienrooftop.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:cabwithtop.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:aliensinarow.jpg?id=epyx%3Astart

Here is a front shot to give you an idea of how the retainer will sit. Of c«
be slightly higher (no pine in there yet):

Next, I'm going to B nish the retainer portion and mount the pine retainer
piece of pine that will run along the B at inner portion you see.
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| had to redo the arches for the curved top in pine as opposed to MDF. It
without screws (which kept splitting the MDF, | should have foreseen thisc
weekend to pine so | can screw through into the pine plus set with glue v
better.

| used 1/4 plywood (birch) as mentioned which kept a very smooth surfat
think was key. There were a few minor indentations along the grain whickt
smooth. The laminate then applied pretty as long as you wait until both s
before pressing them together. Then just trimmed with router trim bit run
with bottom bearing bit as the ribs prevented routing from the underside

| was originally going to go with 12 side holes but they looked really sm
cab. B gured stability wasn’t going to be an issue and since | designed |
circles, 1'd go for 15 . Used the jig on the RBrst side and then a B ush trim
jig was so el ortless | encourage anyone/everyone who doesn’t have one
hours at most) to make one. Here is a shot of one of the entire sides:



https://aliens.pplug.net/lib/exe/detail.php/epyx:frontofretainer.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:sideholeshot.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:closeupofsidehole.jpg?id=epyx%3Astart

| cut a slot into the center of the hole as | will be running the T-Molding

seen on a few other cabs. | think it will look pretty good when done with

artwork and T Molding as a trim:

Here is a shot of the where the top and front meet. | can’t wait to see th

Next | worked on the ribs of the top of the cab and the curved plywood tkt
go at this was pretty disastrousé&l had tried gluing the MDF ribs to the pl
to set properly and B gured | would need some screws as well to assist th
momentum of the plywood. Well as soon as | thought that my 2nd thought

just split the MDF&sure enough the Brst few split it.

Back to the drawing board and Saturday | decided to use hardwood (pine’


https://aliens.pplug.net/lib/exe/detail.php/epyx:slotcutinsidehole.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:slotneartopcloseup.jpg?id=epyx%3Astart

this time opting for 3 ribs and enough space on each end for one rib whic
cab sides and Rt on like a hat then screw in to connect the two. Here is |
back:

Here is a shot showing the front of the top with one of the threaded inse
retainer will screw into, ill show this in more detail below:

And a closeup of the screws. You can see in this shot they are all counte
contact with the laminate:

And B nally just a quick shot of the T-molding (Galaxian Green). Also in t
balltops. | will be getting another pair with leds and hollow shafts for the
says will be delivered tomorrow. Also in the bottom picture is the colour
front of the cabinet, called Fern Green:


https://aliens.pplug.net/lib/exe/detail.php/epyx:topunderside.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:topunderside2.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:toptop3withmountinginsert.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:topback.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:screwscloseup.jpg?id=epyx%3Astart

| traced out the outline of the top by laying it and rolling it. Then put col
and laminate. | went over the lines on the laminate to ensure coverage.
least 30 mins to let the cement dry on both pieces:

Then | prayed to the 4 winds, Crom and any other deity that would listen
the top. There isn’'t a 2nd chance on setting and thankfully it lined up pe
wanted about 2mm of overhang:

Then | gave it a good trim with the router and as mentioned my bottom be
the bottom 1/8 of the 1/4 plywood. This was quick and e ortless. Here
top of the front where the marquee retainer is bolted in. The Retainer an
also laminate the top portion just above the retainer so you won’'t see thi



https://aliens.pplug.net/lib/exe/detail.php/epyx:colours1.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:colours2.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:laminateglue.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:topglue.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:laminateonbeforetrim.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:laminateonbeforetrim2.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:laminatetrimmedtopviewwithretainer.jpg?id=epyx%3Astart

Then | laid it atop one of the side panels to ensure everything including
turned out perfect and rides just a few mm shy of where the T Molding wi
along the top and back:

Notice the gap between the side of the cab and the outter rib in the pictt
rib will be attached to the side of the cab and the top piece will sit atop

=
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The Laminate is indeed the Formica product from Home Depot $60 CAD. |
required absolutely no heating to bend it. It took me about 5 hours to do
lol. 1| have 3 sheets of laminate for B gured id use 1 for each side and the
3rd sheet for back and spare for future CPs. Brushed Lepage contact cen
separated with sticks to line them up as close as possible:


https://aliens.pplug.net/lib/exe/detail.php/epyx:toponside.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:toponsidetopview3.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:toponsidetopview.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:toponsidetopview5.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:toponsidetopview4.jpg?id=epyx%3Astart

| then laminated the inside which you can see is a patchwork of odds and
the center as | could because | will be mounting strips and don’'t want pa
and part oB :


https://aliens.pplug.net/lib/exe/detail.php/epyx:laminatingside1onsticks2.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:laminatingside1onsticks.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:side1laminatednosidehole.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:side1laminatedwithsidehole.jpg?id=epyx%3Astart

Could add a row of LEDs under the CP area to lit the front coin door pan
Would either need a diBuser of some sort or a green cold cathode. | thinl|
the bottom of the curve would work best and that way | can slot a G. C c:

hole for the cabling out of sight.


https://aliens.pplug.net/lib/exe/detail.php/epyx:laminatinginside1.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:laminatinginside2.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:laminatinginside3.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:withtmolding2.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:withtmolding3.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:withtmolding4.jpg?id=epyx%3Astart

Cold Cathodes are really cheap&a pair like in the picture below run abou
various colours. Here is what the green cold cathode | will be using look

Here are the 3 corners of the cab in closer detail for those who have bee

Here are two angles of the CP Corner. In the Brst picture a side shot of f
and laminate meet. In the 2nd picture you can see the beauty of using 5/
is added to the Laminate you get a perfect end to end Bush with T Moldin

Here is the top corner of the cab:


https://aliens.pplug.net/lib/exe/detail.php/epyx:ccgreen3.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:ccgreen1.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:cpcorner.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:cpcornertopviewtmold.jpg?id=epyx%3Astart

. | 4
And B nally the bottom corner. Again two views:


https://aliens.pplug.net/lib/exe/detail.php/epyx:topcorner.jpg?id=epyx%3Astart
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Current list of costs for those who are curious:

(date: Oct 20, 2009)
Home Depot

e Wood - $90

e Paint - $27

e Caster Wheels - $36
e Laminate - $180

e Misc - $80

NCIX

e Lighting Cathodes+Mods - $50

Ultimarc

e JLW w/Balltops - $50

GGG
e 1 x LED-Wiz!" 32-port USB Lighting and Output Controller
o Device Number: 1 (Use if FIRST or ONLY device o $44.95
e 1 x TokenTop!" Premium Spinner Knob
o Rubber Color: Black
o Token Inlay: BYOAC Logo - Brass $22.95
e 12 x NovaGem!" Lightable Horizontal Pushbutton
o Microswitch: Micro-Leaf!"
o Color: Green $97.20


https://aliens.pplug.net/lib/exe/detail.php/epyx:bottomcorner.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:bottomcorner2.jpg?id=epyx%3Astart

e 1 x Electric ICE!" RGB Trackball Lighting Upgrade Kit V2.0
o Trackball Size: 3 inch
o Lighting Option: RGB Overdrive!" $36.95

e Thorsten’'s Led Balltops+ Hollow Shafts - $42

Total = Ouch&so much for the cheap upgrade lol but it’s done the way | v

Ordered the side art from a local sign shop called FastSigns. Side art is
vinyl at 16 x16 with the artwork centered to appear centered in the circt
see these babies lit up. Should be ready by Friday, just in time for the w
wait to conBrm exact dimensions for Marquee but at this point looks like
They have several constantly lit displays&it’'s professional back lit vinyl
The stul is night and day compared to what | got from Staples for my Ma
to fading and designed for lighting specil cally.

It’s actually called backlitBIm . It almost feels like thick cellophane if t
assured me it's heat resistantHeoentidaad ¢irekc.

That is just their web example in the showroom they had at least 12 and
colour rich and it really popped with B ourescent backlighting&they had o
so you could see the diR erence. | was really impressed with the product.
Their products are stacked as follows: lighting then the sandwiched B 1m
And yes, it will be sandwiched between plexi just like other marquees.
Product name is Backlit Poly Film speciB c design for Light Boxes. The |
non-adhesive backlitBIm.

The side art is two pieces and each piece is 16 16 and they are $30 per
Marquee would be in the $20 - $24 range based on the square inches. Th

shipping.

My plan is to have it sandwiched in plexi (the side art) with just the circ
the side holes&the plexi will be backed by hardboard coated in aluminum
more reR ective with a gap for the cold cathode tubes.

I will be going with my own lighting (for the side art illumination) via the

of neon light as opposed to LED light. For the marquee | will likely go wi
or LED.
Thorsten just sent me notice of a pic of my balltops all lit up and ready (

gallery:


http://www.fastsigns.com/Backlit-Display.aspx

Picture of the two pieces of side art&both backlit poly B3Im&one is turned
material from the back:
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Picture of the side art taped up from behind and unlit on the second side
few days ago:

And a few lit picturesé&l just dangled the light from behind&no diB usion vy
layer of frosted plexi (art will be sandwiched&reg plexi&art&frostedé&cath
The pictures don’'t capture how great this looks even with it not being diR

and not shadowy looking and the black surrounding and in between the g
smear:



https://aliens.pplug.net/lib/exe/detail.php/epyx:sideartlit4.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:sideartlit2.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:sideartlit3.jpg?id=epyx%3Astart

The plan is to diBuse the light with frosted plexi in behind the side art. /
longer being manufactured so | am searching the Internets for any and al

leave it backlit which still looks friggin unreal in person and only that mi
sure.
The Marquee was $28 and that includes lamination. | wouldn’'t think its n

eliminate any possibility of ink transferring to plexi over time.

The Brst thing | did was shlep the 27 WG D9800 from the big cab to one
measuring. Top view of the back:


https://aliens.pplug.net/lib/exe/detail.php/epyx:sideartlit.jpg?id=epyx%3Astart

4

Top side view of the front angle of the monitor. | placed the beam | will 1
monitor on underneath the bottom support bracket:



| traced the bottom beam to use as a measurement for the 2x4s. You can
out of Ond’s render, which | use constantly to consult the design:



Here | am test B tting the bottom:



". .‘.
B
And B nally once | was happy with everything, | raised both sides and put
measured everything and then permanently attached the base:



Then | worked on the monitor mount:




Once | was happy with the monitor mount and test B tted the roof. Also, n
cardboard (8.5 x 26.5 ) to test the mKZ.que)eJ diavenionl®ve clamps eh?:

careful measurements:

And B nally | connected the roof to the cab. Here are various angles of th
monitor mount in place:


https://aliens.pplug.net/lib/exe/detail.php/epyx:bottomonmonitormountalmostdoneroof2.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:testfitroof.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:testfitroof3.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:testfitroof2.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:roofrib2.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:roofrib.jpg?id=epyx%3Astart

¥

o

I

P
)

ey A L,

The lamination deR nitely adds to the aesthetics. With a regular paint job
lot&is it smooth enough? One more sanding? Another coat? It sure is nic:
on and trim and then forget about it. My challenge will be in painting the
approximate a laminated B nish.

I'm worried that no matter how well | paint those green areas, they are ¢
laminate. Plan is a high gloss paint and then take time and let it cure, sz
repeat. | think the paint will look ok as long as you don’'t rush it.
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How do you plan on handling the back? Did | miss that somewhere in th
curved door for mine so I'm interested to hear how you are approaching

The back will be similarly curved but | will do that in 2 parts&a permaner
bottom half for the computer. The top half will have an opening but only
The back straightens out at the midway mark going down so the removabl
curved, making it easier to remove.

So picture a similar curve extending from where the top ends down to the
back straightens, with a green UV fan. | want to get a custom Aliens pict


https://aliens.pplug.net/lib/exe/detail.php/epyx:roofon1.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:roofon2.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:roofon3.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:roofon4.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:roofon5.jpg?id=epyx%3Astart

Oh and to get the curved shape, same idea that worked well for me for th
have already put aside for the sides and some mid structure to attach the
template routed based on the back curve. so it will be aBush mount ridir

The top stayed pretty rigid when not attached and | have been using thre
rib has a three threaded inserts. The outermost ribs on the roof itself ha
inserts&then | just screw the bolt in to join them together.

It is completely solid and won’'t move on its own or when joined to the ca
Brst for this very reason&my B rst cab diB erent parts of the cab weren’'t tl
wanted 26.5 from top to bottom with not even 1/16 variance&so far so g

| installed the upper monitor brace and test 3 tted my WG D9800 monitor.
pictures of the bolt holes and placement on the beams. | ended up cuttin
bolts. Tomorrow the fun begins, cutting the various panels for the front,
bottomr marquee retainer shelf and the coin door, CP and piece that join
the light chamber of the marquee area.

The width of the bezel area is 26.5 , leaving 2-5/8 from edge of viewabl
each side.



https://aliens.pplug.net/lib/exe/detail.php/epyx:testfitmonitor8.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:testfitmonitor7.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:testfitmonitor-1.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:testfitmonitor2-1.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:testfitmonitor6.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:testfitmonitor3-1.jpg?id=epyx%3Astart

Updated the marquee and placed the order. For the price, im happy with
characters ! and the caption is cheesy&but | like frommage!) and not lik
change/update it later. This is an update to the earlier one on page 1 of
is the proof that FastSigns sent me (White border is just from the proof s
print):
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Here is the marquee alongside the sideart. | did a mockup with the marqt
as good as | had hoped it would.


https://aliens.pplug.net/lib/exe/detail.php/epyx:testfitmonitor5.jpg?id=epyx%3Astart

Table with the goodies. RGB 3 Trackball Upgrade Kit, LEDWiz, 12 Green
switches, 2 Modded J Sticks (ultimarcs with Thorstens’ LED mod), and th
going to the Twin Cobra winner:



As you can see, true to Randy’'s statement the Green Novagems are not a
NovaGems&but you know this is actually not a bad thing imo:




Here is a closeup for those interested showing a hollowed shaft courtesy

And a pic of the led mounted at the top before screwing on the drilled ou



| also got the monitor through X Gaming’'s Ebay listing&was $349.99 plus
(USD) total.

| got the coin door done for the cabinet. | will be going one shade darker
hammered paint | had originally used for my previous cabinet is a bit on

CP board below hasn’'t been trimmed yet and is shown just as a placeholc

The paint was a pleasure to work with and rolled on very nicely and quic|
and will be sanding and putting on a 3rd tomorrow:



| also organized all the cabinet parts and forgot to mention these arrived



https://aliens.pplug.net/lib/exe/detail.php/epyx:coindoor3.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:coindoor1.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:coindoor2-1.jpg?id=epyx%3Astart

They are 15 Neon Green speaker rings&ordered from likely the last plac!
them :) (Thanks again Rablack97!)

Also swapped the standard white 3 trackball from my Xgaming trackball
trackball.

My CP is will be based on the X-Arcade Tankstick&albeit with only 6 butt
of the X-Arcade panel sitting on top of my CP so you can see the scale o
is plenty of room for the trackball. Note the side shot for depth ;) | will &
down to 6 buttons | can re-jig it to ensure it doesn’'t look too cluttered. E
balance aesthetics with functionality&yes it will have both a spinner and
pull it o without it looking too Frankenpanelish
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As shown previously, | have 12 of the Green LED Novagems, 2 green and
Joysticks, a green RGB trackball but my Turbo Twist 2 was blue (Big Blut¢
UV green:



https://aliens.pplug.net/lib/exe/detail.php/epyx:cpwithxarcadeoverlay.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:cpwithxarcadeoverlay2.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:bigblugtt2nowgreen2.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:bigblugtt2nowgreen3.jpg?id=epyx%3Astart

t’s a UV paint so will glow a nice neon green when lit with a blacklight. |
under the marquee. | can’'t wait to see these all lit up against a nice purt
black will contrast nicely against the lighting&artwork on the CP would b

Painting was done in 2 passes&RB rst 2 coats were straight neon green for
clear (blacklit neon green) coating overtop.

UV Produactp://www.xoxide.com/greenuvpaint.html

Any ideas on how | can do the curve that connects coin door t
the same plywood but it is almost impossible to get it to benc
cracking. My two current options are:

- Some sort of half cut PVC pipe? Would need to be 8 or so
right angle

- Woodworking wizardry to have strips of MDF cut to form the sel

Any other ideas?

Maybe benderboard. Can be a bendable plywood made B exible enough t
MDF material with pre cut kerfs. I’ve heard kerB ng can telegraph throut
laminate??)

Here is some relatedhinpo/fwovmv.joewoodworker.com/veneering/vacuumfo

"What is the tightest curve | can pull in a vacuum bag?"

Tighter curves are made by using a thinner substrate. These are the
bending radius limits, costs and sources for four kinds of thin ply | ha:

used.

5.2mm Luan plywood with one face sanded off $12 Most large hard
stores MIN RADIUS: 4.5 inches

1/8 Whacky Wood Three ply Luan/aspen $35 www.boulterplywoo
MIN RADIUS: 3 inches

1/8 Birch Bending plywood (two ply) $35 www.theworkbench.c

www.boulterplywood.com MIN RADIUS:1.5 inches


https://aliens.pplug.net/lib/exe/detail.php/epyx:bigblugtt2nowgreen.jpg?id=epyx%3Astart
http://www.xoxide.com/greenuvpaint.html
http://www.joewoodworker.com/veneering/vacuumforming.htm

Birch Aircraft Plywood 1.5mm (1/16 ) $90
www.wicksaircraft.com MIN RADIUS: inch

or maybe a thin sheet of frosted (sanded?) acrylic backlit green with th
it.
| used 3mm plywood and it bends very easy and should bend even more

heated. 3mm Hardboard would be even better for you as you don’'t need
strong.

An alternative would be to use acrylic or lexan. Would be easier bend ¢

! Some good links. | had thought of trying to 3 nd some bendable MDF loc
MDF would produce similar results? IE routing strips along the 3/4 mdf t
bottom&would that allow it bend similarly or would it just crack?

I The vacuum option is pretty cool ill have to read that more at lunché&an
possibility.

! 1 actually read that thread but haven’'t found a place (yet) here in Vanc
can order it online and will if it is my last option. It gave me the thought
think the bendable stuR has a diR erent surface to prevent if from easily

I Either way&lll leave it for last so whatever | end up with looks good. II
marquee, sideart and bezel hopefully by this weekend. | aim to have the
buddy and | are having a birthday bash (hes 19th and im 21st) and want
our other friends.

Today | mounted my side-art sandwiches ala the Knievel method. Sandwi
Ring, Plexi, artwork, hardboard backing. | also completed the Brst coat o
couldn’t resist putting them up to see what it will look like. | can’'t wait t
action&right now they are still connected to a car lighter but once |I have
will connect them to the PS.



https://aliens.pplug.net/lib/exe/detail.php/epyx:sideartandmarquee1.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:sideartandmarquee2.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:sideartandmarquee3.jpg?id=epyx%3Astart

The original plan was to back light the artwork as well but given the spac
opted to go just for the lighting of the ring&completely negating the poin
the B rst place.

| have 2 cathodes for this purpose&maybe even a slit cut in the hardboar
up the middle where the two lines are&that would look good and wouldn’t
neon rings which is what | think you were getting at as well.

Managed to B nish the bezel today.

| used 1/2 MDF. Bezel was cut to 26.5 x 24 . | used my router to route -
running along clamped straight edges. Once cut, | painted the inner edge
laminate | put on after.

Once the 3 coatings had dried | traced out the bezel on the back of the |
glue to both the mdf and the underside of the laminate. | let it dry for ab


https://aliens.pplug.net/lib/exe/detail.php/epyx:sideartandmarquee4.jpg?id=epyx%3Astart

and trimming the laminate.

Once the laminate was trimmed, | taped it up and added another 2 coatin
portion of the bezel.


https://aliens.pplug.net/lib/exe/detail.php/epyx:bezel2.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:bezel3.jpg?id=epyx%3Astart

Once that dried | did a test B tting. | like the results and it’s nice to see
coming together as it really showcases the advantages of laminate imo.



|

And B nally a shot to update the comparison vs render:


https://aliens.pplug.net/lib/exe/detail.php/epyx:bezel7.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:bezel9.jpg?id=epyx%3Astart

| use Lepage’s blue contact cement from Home Depot to laminate the cab
slop but spreads on super easy with a disposable paint brush. It also dri
quickly&in other words it gives you enough time to apply glue on both sic

mins).




| began work on my speaker shelf which will also have the bottom portior
attached. The bottom retainer is permanent unlike the top which can be s
in the thread. To get the angle right | created an angled cut which will at
that the retainer angles up to the top portion of the retainer. The bottom

the laminate (shown later below):

| also used my table saw to cut an angle on the edge that will sit on the
Bush:



And drilled 2 speaker holes over which will sit two speaker covers:




Next step was to laminate the bottom of the shelf that will face the CP. |
have seen it earlier in my thread or on other threads but a great way to |
wood is to use small dowels. | used 1/4 oB cuts.



https://aliens.pplug.net/lib/exe/detail.php/epyx:speakershelf4.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:speakershelf5.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:speakershelf6.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:speakershelf7.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:speakershelf8.jpg?id=epyx%3Astart

After this | test B tted the shelf and did the same angled cuts on the CP t
Bezel. I will Bnish the CP tomorrow or over the next few days and will an
they aren’'t too squared ol :


https://aliens.pplug.net/lib/exe/detail.php/epyx:speakershelf9.jpg?id=epyx%3Astart

Note there is just enough space between the edge of the cab and the CP
the CP to R t.



https://aliens.pplug.net/lib/exe/detail.php/epyx:speakershelf11.jpg?id=epyx%3Astart

The bezel will be covered with slightly tinted glass and | will likely have
to have it rest on the glass:



https://aliens.pplug.net/lib/exe/detail.php/epyx:speakershelf12.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:speakershelf14.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:speakershelf15.jpg?id=epyx%3Astart
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I think I will also place the monitor’s controls under the CP so | can get
change other settings.

| got really lucky at a plastic shop yesterday. They had a 1/4 30 x30 snm
excellent condition for $5. | B gured | would B nish the bezel and mount th
of mounting the plexi.

| started with the speaker shelf which up to now has been hanging with ¢
mentioned before the marquee is removed via the top retainer which is c«

After mounting the speaker shelf | measured up the distance from where
the bezel down to the bottom of the bezel&this ended up being 26.5 inne
length.

| clamped the 30 x 30 plexi between to pieces of MDF&one piece was a
want to use my actual bezel and risk scratching it& the template matched

| then B ush trimmed the plexi. If you want my 2 cents&don’'t waste your t
prone to you running o the line and you risk scratching your investment
you are good to go. | have zero melting as | maintained a decent clip anc

down each pass (each side).

A quick shot for those who are curious how |I handled the bottom retainer
piece of wood glued to the speaker shelf on which the bottom retainer is

e \ L




0 keep the bezel in place | use an L shaped piece of pine from Home dep
mounted to the side of the cab. The bezel and the retainer will rest on it
the pine to keep it in place&pictures below:

Here you can see there is exactly 1/4 of the L Shape sticking out beyont
1/4 plexi! (EDIT: Now using 1/4 glass).



| then added the smokey plexi and voila a perfectRBt. Speakers will be co
them:

1" Angle to join
top with Curved
Back

Back will curve
using the same "rib"
method | used for
top. Curve stops at
mid-section line.

Removable panel
with handles. This
part is on the
straight section and
will be straight.



https://aliens.pplug.net/lib/exe/detail.php/epyx:bottomretainer5.jpg?id=epyx%3Astart

| then realized my CP was cut to not take into account plexi over the bez
throw it on the table saw and do another 1/4 angle cut so it rests on the
mold slot and rounded the edges. Lastly, | used my X arcade to template
player), trackball, pl/p2 and Spinner (to left of pl/p2):


https://aliens.pplug.net/lib/exe/detail.php/epyx:bottomretainer10.jpg?id=epyx%3Astart

First few tests of the curved piece worked B ne. To create my own bendab
slots to within 3/16 down, spaced 3/4 apart on 3/4 MDF. | will then put
the curve. IlIl document this step in closer detail.

Got in a few hours last night and decided to document the process of B us
installation (Betson/Xgaming) without a mounting plate for those interest
always the most fun for me because it usually signi es you are down the
wiring until the rest of the cab is complete but that shouldn’t be too muc

With the Alien cab | am going for a 6 button layout with trackball and spi
button default layout and used my X gaming Tankstick as the template. O
is push the buttons and joy for each player out by about 1/2 from the tre
spinner above the player 1 button set.

| started with my 2 7/8 hole saw bit for the X Gaming trackball | use. Th
Betson trackball and already comes mod ready with a hole at the bottom
that feels very comfortable and is one of the few X Gaming peripherals |
recommending as its a user friendly plug and play device (USB) that feel
remember:



| then drilled the button holes (1 1/8 forstner bit) and joystick/trackball
Everything will be top and Bush mounted so the laminate will cover all bc
The joysticks will be top mounted using FrancoB’s technique as they are



Next step was to place the trackball through the hole and line it up for tr
recess routed:




After tracing the mount | went back to my X Gaming CP to set the depth ¢
5/8 . | prefer this size for a CP when using laminate as it's easy have th
edge of the laminate. Using 5/8 CP | will route the Trackball recess to 1

| then route the Trackball recess, note the mod friendly hole at the botto
have these too):



Next up is drilling the bolt holes to hold the trackball. Rather than eyeba
holes with the trackball in place:



https://aliens.pplug.net/lib/exe/detail.php/epyx:cpbuttonsandflushmounttrackball6.jpg?id=epyx%3Astart

For Trackball bolts (to replace ones it normally uses) | found these hex |
about 1/16 :

| then placed the bolt in the holes | had drilled and traced around the he


https://aliens.pplug.net/lib/exe/detail.php/epyx:cpbuttonsandflushmounttrackball7.jpg?id=epyx%3Astart

Then routed out 1/16 of MDF for aBushRt. | left a bit of space so that «
laminated | will glue the bolts in place:




| completed the CP. This involved routing out the Sanwa JLWs for Bush t
to have everything under the laminate&no bolts.

Before routing the joystick top mounts | needed to route out the laminate
1 1/8 holes (could go smaller). To route the laminate with no chipping |
holes with a 5/8 spade bit..that way any chips or splits are routed out w

Next | routed the top portion of the Sanwa mount (Thanks to Franco B fol
mounting Sanwa sticks!):

Egu
g
'{I:"r' /
Ll



https://aliens.pplug.net/lib/exe/detail.php/epyx:cp1.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:cp2.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:cp6.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:cp3.jpg?id=epyx%3Astart

| then mounted the XGaming Betson clone with RGB ball from GGG and tf


https://aliens.pplug.net/lib/exe/detail.php/epyx:cp5.jpg?id=epyx%3Astart

Man to say | can’'t wait to play is a massive understatement, but | promis
attention to detail. Speaking of detail, you will notice a missing Green N
it for colour matching&and lost it&its somewhere in my house | hope!:



https://aliens.pplug.net/lib/exe/detail.php/epyx:cp7.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:cp8.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:cp9.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:cp9b.jpg?id=epyx%3Astart



https://aliens.pplug.net/lib/exe/detail.php/epyx:cp11.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:cp12.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:cp13.jpg?id=epyx%3Astart

The sides are being lit in two ways&R rst through the Green Neon speaket
(art is backlitBIm)&the behind lighting will be subtle so it only illuminat
of the picture.

| think the theme will be better served with lighting from the sources mer
underneath the CP.

I will try to diBR use the light diR erently from those original pics and limit
pics the light was non-diB used and was illuminating the entire circle fron
to just a slit opening behind the crevasse and diB using it will help. If no
rings.

You know | was actually thinking about going black under the CP as it wc
laminate&here is why this might work better. The curved MDF | have beel
every 1/2 to within 1/8 depth, bends B ne but reveals the ribs from behii
creases when bending. This would likely still be visible painted.

Going with black laminate will cover those creases and also allow me to
ports just under the lip. So agreed, black just might work better on more

| purchased a 26.5 x22 1/4 piece of smoked glass to replace the plexi |
the larger plexi was a static magnet. The glass Rt like a glove and looks

pun!).
First thing | noticed in my mailbox on the way home were the added parts

Speaker Mounts:


https://aliens.pplug.net/lib/exe/detail.php/epyx:cp14.jpg?id=epyx%3Astart



https://aliens.pplug.net/lib/exe/detail.php/epyx:march19pic10.jpg?id=epyx%3Astart

I

And these black convex player 1/2 black with white to replace the traditi¢
it looks much better:


https://aliens.pplug.net/lib/exe/detail.php/epyx:march19pic11.jpg?id=epyx%3Astart

Objective since it was too late to work in the garage cutting, was to com|
wiring.

First up was the RGB drive and mounting it on the XGaming Betson clone
the actual Betson's&but the XGaming one has a screw sized hole right ne
as if intended for the RGB kit:



https://aliens.pplug.net/lib/exe/detail.php/epyx:march19pic6.jpg?id=epyx%3Astart

| then connected the Novagems to the buttons. Here is the spare IL trans
(I ordered replacements from RandyT but will just keep those as spares v

Here is the wiring complete for the LED Wiz&the mini rats nest on the toj
further&getting tired! You can see to the right of the nest a euro termina
volts for the Lighting. The 5v runs to a hacked molex plug which will han


https://aliens.pplug.net/lib/exe/detail.php/epyx:march19pic8.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:march19pic2.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:march19pic3.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:march19pic5.jpg?id=epyx%3Astart

Here is the CP with new Player 1 /2 buttons lit with the lights in the roon
but | just set it to Green for this pic:




And B nally with the lights of3 :

| am really pleased with the lighting&damn those Novagems are bright wh
This panel will include USB and some other ports/buttons.

| worked on the panel between the coin door and CP. This panel has 2 Ne
and 5 buttons on the right&l know&why 5 buttons? Well they aren’'t all go
will be functional as buttons&the far left 2 will be mouse buttons and the
(Green Novagem&lit when powered). The other 2 will have button covers
adjustment and the last one a headphone jack. Once | have B nished thes
process as well.

SoRBrst up the panel. | used a 15/16 spade bit which is a perfect 3t for t
wants them mounted perfectly:



First | lined up the buttons and adapters where | wanted them&this was
my hand down and around the lip for power and mouse buttons.




Next up was the lamination. Again | use my small cuts to line up the lami
trimming:

Both the top and bottom of the panel were angle cut to rest Bush on the |


https://aliens.pplug.net/lib/exe/detail.php/epyx:march21pic2.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:march21pic4.jpg?id=epyx%3Astart

Here is the panel attached with the neon rings lit up. | will still be cuttin
my test shows its dark enough at the center of the art to get a good el ec



All the wiring is done as | wanted to be able to bring the PC down and tw

Next up:


https://aliens.pplug.net/lib/exe/detail.php/epyx:march21pic6.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:march21pic7.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:march21pic8.jpg?id=epyx%3Astart

e Back of Cab

e Final Tweaks

e Complete Button Mods

e Cut slits in Side art backing to light just crevasse

e PLAYTIME!!! Finally get to join some high score comps again!

Curved back is going to look fantastic. It is being done in 3 stagesé&a B r:
curve to middle curve. This is required as there is a steep angle of abou
that extends to the midway point. | will do the midway softer curve using
for the top of the cab. The bottom panel will be a removable access pane

Here is a paint sketch that summarizes how | will do it:

E how did you attach your bezel

If you look at the previous page it shows some closeups of the angled |
more verbal detail is what | did:



| have the bezel resting along the via monitor but pressure rests on the
sides of the glass but rests on weather stripping | have put on the bacl
stripping is adhesive on one side with a peel away layer&the other side
1.5 wide stul . It is approximately 1/4 deep and can be purchased at F

The top of the bezel passes up and behind the speaker panel by about
glass it rests on 2 small angled iron brackets (1 on each side). The bot
angle&the angle has about 3/4 of space on each edge&the bezel is 1/2
glass | use is 22 1/4 (top to bottom) and 26.5 (wide) by 1/4 thick it r
(as you can see in the picture, it rests Bush). The glass extends up to
(just touching it).

The angled wood is itself mounted at an angle to hold the bezel and gl:
braces. These braces have holes in them which | use to insert pins. Gr
bezel in place but the pins ensure they stay put Just in case

Let me know if you have any more questions&oh and the reason | have
can take everything apart quickly to get at the monitor etc.

I'll take a few more pictures if you like of the bezel. The other thing | |
is used angle brackets along the side of the monitor to rest the bezel o
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Finally got the lighting and wiring all done up in the cab. Here are some
lighting. Im going to post a few so if you aren’t in to pics scroll quick ;)

The marquee looks washed out&l can assure you in person it is not&the |
legible&maybe the movie will show it better after the pics:

1" Angle to join
top with Curved
Back

Back will curve y
using the same "rib"
method | used for
top. Curve stops at
mid-section line.

Removable panel
with handles. This
partis on the
straight section and
will be straight.



https://aliens.pplug.net/lib/exe/detail.php/epyx:march26pic07-1.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:march26pic08.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:march26pic10.jpg?id=epyx%3Astart



https://aliens.pplug.net/lib/exe/detail.php/epyx:march26pic11.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:march26pic09.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:march26pic14.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:march26pic15.jpg?id=epyx%3Astart

And of course ye obligatory cheesy smiling proud papa photo:


https://aliens.pplug.net/lib/exe/detail.php/epyx:march26pic16.jpg?id=epyx%3Astart
https://aliens.pplug.net/lib/exe/detail.php/epyx:march26pic04-1.jpg?id=epyx%3Astart

After this picture my wife reminded me that the basement won't build itse

Going to still see about lighting just the crevasse on the side art and of
has UV paint on it but not sure where | would put a UV Light so will look
suggestions for the spinner. First things B rst, 3 nish the back o so | can
its B nal carpeted spot in the basement.

Short Movie Clip showing lighting&again marquee and lights in general a

appear slightly overexposed on this clip and in the pics&l have one LED
facing the foil:
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